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Environmental Protection Agency § 63.7290 

§ 63.7283 When do I have to comply 
with this subpart? 

(a) If you have an existing affected 
source, you must comply with each 
emission limitation, work practice 
standard, and operation and mainte-
nance requirement in this subpart that 
applies to you no later than April 14, 
2006. 

(b) If you have a new affected source 
and its initial startup date is on or be-
fore April 14, 2003, you must comply 
with each emission limitation, work 
practice standard, and operation and 
maintenance requirement in this sub-
part that applies to you by April 14, 
2003. 

(c) If you have a new affected source 
and its initial startup date is after 
April 14, 2003, you must comply with 
each emission limitation, work prac-
tice standard, and operation and main-
tenance requirement in this subpart 
that applies to you upon initial start-
up. 

(d) You must meet the notification 
and schedule requirements in § 63.7340. 
Several of these notifications must be 
submitted before the compliance date 
for your affected source. 

[68 FR 18025, Apr. 14, 2003; 68 FR 19885, Apr. 
22, 2003] 

EMISSION LIMITATIONS AND WORK 
PRACTICE STANDARDS 

§ 63.7290 What emission limitations 
must I meet for capture systems 
and control devices applied to 
pushing emissions? 

(a) You must not discharge to the at-
mosphere emissions of particulate mat-
ter from a control device applied to 
pushing emissions from a new or exist-
ing coke oven battery that exceed the 
applicable limit in paragraphs (a)(1) 
through (4) of this section: 

(1) 0.01 grain per dry standard cubic 
foot (gr/dscf) if a cokeside shed is used 
to capture emissions; 

(2) 0.02 pound per ton (lb/ton) of coke 
if a moveable hood vented to a sta-
tionary control device is used to cap-
ture emissions; 

(3) If a mobile scrubber car that does 
not capture emissions during travel is 
used: 

(i) 0.03 lb/ton of coke for a control de-
vice applied to pushing emissions from 
a short battery, or 

(ii) 0.01 lb/ton of coke for a control 
device applied to pushing emissions 
from a tall battery; and 

(4) 0.04 lb/ton of coke if a mobile con-
trol device that captures emissions 
during travel is used. 

(b) You must meet each operating 
limit in paragraphs (b)(1) through (4) of 
this section that applies to you for a 
new or existing coke oven battery. 

(1) For each venturi scrubber applied 
to pushing emissions, you must main-
tain the daily average pressure drop 
and scrubber water flow rate at or 
above the minimum levels established 
during the initial performance test. 

(2) For each hot water scrubber ap-
plied to pushing emissions, you must 
maintain the daily average water pres-
sure and water temperature at or above 
the minimum levels established during 
the initial performance test. 

(3) For each capture system applied 
to pushing emissions, you must main-
tain the daily average volumetric flow 
rate at the inlet of the control device 
at or above the minimum level estab-
lished during the initial performance 
test; or 

(i) For each capture system that uses 
an electric motor to drive the fan, you 
must maintain the daily average fan 
motor amperes at or above the min-
imum level established during the ini-
tial performance test; and 

(ii) For each capture system that 
does not use a fan driven by an electric 
motor, you must maintain the daily 
average static pressure at the inlet to 
the control device at an equal or great-
er vacuum than the level established 
during the initial performance test or 
maintain the daily average fan revolu-
tions per minute (RPM) at or above the 
minimum level established during the 
initial performance test. 

(4) For each multicyclone, you must 
maintain the daily average pressure 
drop at or below the minimum level es-
tablished during the initial perform-
ance test. 

[68 FR 18025, Apr. 14, 2003, as amended at 69 
FR 60818, Oct. 13, 2004] 
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